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ORDINANCE NO. 615 (New Series). 

(Approved November 27, 1908.) 

Establisliing Rules and Regulations for the Plumb- 
ing and Drainage of Buildings in the City and 
County of San Francisco, This Ordinance to Be 
Known as **The Plumbing Law.'* 

Be it ordained by the People of the City and 
County of San Francisco as follows: 

PART I. 

Section 1. The following rules and regulations re- 
specting the plumbing and drainage of buildings in 
the City and County of San Francisco are hereby 
adopted, and all work in respect thereto shall be 
performed as herein required and not otherwise, 
and this Ordinance shall be known and referred to 
as * * The Plumbing Law. ' ' 

Material and Workmanship. 

Sec. 2. All material must be of good quality and 
free from defects. The work must be done in a 
thorough and workmanlike manner. 

Standard Pipe. 

Sec. 3. Where under these rules it is not requis- 
ite to use extra heavy cast iron pipe and fittings, 
then either standard cast iron pipe or galvanized 
wrought iron pipe may be used. 

Extra Heavy. 

Sec. 4. Where under these rules it is requisite 
to use extra heavy cust iron pipe, then pipe, inclu- 
sive of the hub, shall average the following weight 
to each 5-foot length. 




said lot does not exceed three thousand square feet, 
separate sewer connections need not be made with 
the main sewer. 

Sewer, Front and Sear. 

Sec. 8. Where there is a house in the rear of a I9X, 
and there is to be an additional house built in front 
of the lot; then the same sewer may . serve both 
buildings. This shall apply also to w^ere the cpndi- 
tions are reversed, and the front builcjin^ is built 
first; or when both are built, provide^ tA^t ii^ ^U 
cases these rules are complied with. 

Sewerfli, Exceptional. 

Sec. 9. In exceptional cases where two or more 
buildings are ereeted ob a eerner lot and on a cross 
street; all owned by one party; and the side street 
having a steep grade, and the sewer in cross street 
being higher than the rear of the buildings, then, 
in the judgment and with the consent of the Board 
of Health; one sewer main may drain several sep- 
arate buildings when run in the rear of said build- 
ings and thence to main sewer in side street, but 
only in such cases. 

Sewers, Old. 

Sec. 10. Where there is an old sewer serving a 
building; either front or rear, provided the sewer 
will satisfactorily stand the "Water Test,*' it may 
serve either front or rear premises; excepting that 
such portion of the old sewer as is within the found- 
ations or area of the new or additional structure 
must comply with these rules as to quality and kind 
of material used and boundaries and intermediate 
section rules. 

Definition of House. 

Sec. 11. A '* house or building'* shall be defined 
as being an architectural structure covered by one 
roof and enclosing walls. 

Definition, Porch. 

Sec. 12. Porches, or the continuation of porch 
roofs, from building to building, shall be considered 
as being a portion of the main structure. 
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six feet iii height without supports, the sewer must 
be of cast iron or wrought iron pipe. In no case 
shall ironstone pipe or fittings come within one foot 
of th^ building line. 

Chemical Sewers. 

Sec. 18. In plating works, chemical works, acid 
works and manufactories where chemicals are used, 
the waste of same shall discharge into the main 
sewer in the street through a separate vitrified 
ironstone pipe, which shall be laid in a manner con- 
forming to all the requirements of this Ordinance. 

Sumps and Surface. 

Sec. 19. All surface drains, soil and waste pipes 
discharging below the sewer line of any building 
and all sumps receiving drainage or wastage must 
be connected in a sanitary manner satisfactory to 
the Board of Health, and receive the approval of 
said Board prior to use. 

Ironstone Workmanship. 

Sec. 20. All joints on ironstone pipe must be 
made with Portland cement, and each joint of pipe 
when laid must be properly cleaned out with a suit- 
able scraper before the succeeding joint is put in 
place. 

Ironstone, Size. 

Sec. 21. Excepting 6-inch and larger, all ironstone 
pipes must be of a size 1 inch larger in diameter 
than the pipe they serve. 

Caulked Joints. 

Sec. 22. All joints on cast iron pipe and on the 
fittings to same must be made with suitable packing 
of oakum, properly caulked and run full with molten 
lead, properly caulked. 

Fall of Pipes. 

Sec. 23. All sewer, drain, soil, waste and leader 
pipes shall have a continuous fall of not less than 

• 
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OUian-Onts. 

Sec. 30. Heavy t)ras8 malethreaded ** clean-outs M 
6f at least one-eighth of an inch in thickness in 
the ferrule part, and with three-sixteenths of an 
inch thickness in the cover, the cover to have a 
solid cflst square head of 1^/^ inches square ftiid 1 
inch in height^ shall be placed at the end of eUtflt 
horizontal line of sewer and its contributory Iftt^tal^ 
6f five (5) feet or longer. 

Clean-Outs, Iron. 

Sec. 31. Clean-outs, the ferrule or body part of 
which are made of cast iron, provided they comply 
With all other requirements as to brass cover, etc., 
ihay be used in lieu of all brass^ and in wrought iron 
Work solid clean-out plugs may be used. 

Clean-Outs, Accessible. 

Sec. 32. Air clean-outs shall be of the same siz0 
of the pipe they serve, and must be so placed as 
to be accessible. 

Pipes, Kind Of. 

Sec. 33. Excepting as provided for in th6se riiled,' 
every sewer, drain, soil, waste and leader pipe must 
be of either cast iron or of galvanized wrought iron 
|)ipie, and the fittings to same must be of the same 
materials. 

Lead Pipe, Length. 

' Sec. 34. Waste pipes may be of lead, but onl^ 
for branches not exceeding five feet in length, and! 
where used to connect with cast or wrought iron, of 
as jprovided for in Section 108 for sinks and Wai^ 
trays. 

Lead, Angle Of. 

Sec. 35. Whenever practicable, and where under 
thede rutes and regulations lead waste pipe is ueed^ 
it must intersect at the same angles as given by 
Y/s 1/16, 1/6 or % bends. 

Fermles, Wiped. 

Section 36. All connections of lead pipe Witfc 
Either cast iTOn or wi^ught iron pipe itta^ b^ \!^<^ 



with brass ferrules of the same size as the receiving 
opening, and be connected to same by a wiped joint, 
and be properly caulked with oakum and molten 
lead. 

Fastening Pipes. 

See. 37. All iron sewers or drains not trenched, 
and all soil, waste and leader pipes, shall be proper- 
Ij fastened and secured with either heavy bands, 
wrought iron straps or hooks. If hooks are used 
they shall be forged out of one piece of iron, and not 
welded. 

Fastening Outside. 

Sec. 38. All horizontal and vertical lines of soil, 
iraste and leader pipes shall be secured with heavy 
band wrought iron straps, with 4 wood screws to 
each strap, and the straps placed at intervals not 
exceeding 5 feet. Inside lines shall be secured to 
the approval of the Board of Health. 

Soil Pipe, Size. 

See. 39. Xo soil pipe of an inside diameter less 
than four inches shidl be permitted. 

Old Sewer on Lot. 

Sec. 40. When either an old or new building is 
placed upon a lot, or when an alteration is made 
in a building which has an old sewer or drain in 
a defective or insanitary condition lying within the 
lines of any part of the foundations, then the said 
sewer or drain must be replaced with cast iron or 
galvanized wrought iron pipe and be run in accord- 
ance with these rules and regulations. 

Oalyanized Pipe and Angle Fittings. 

Sec. 41. When galvanized wrought iron pipe is 
used for sewer, drain, soil, waste or leader pipes 
it shall be of the quality known as ** Standard*' 
thickness, and all changes of direction shall be made 
with Y's, 1/16, 1/6 or ^ fittings, threaded on the 
iomde, and so constructed as to form a bore uniform 
with the pipe, without any burrs or recesses. All 
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fittings shall be either cast iron, hot tar dipped or 
galvanized, or galvanized malleable iron. 

Surface Drain Trap. 

Sec. 42. No opening shall be provided in the 
sewer or drain pipe of any building for the purpose 
of drainage, unless the said opening be properly 
trapped and supplied with water from a suitable 
fixture. Several surface drains may be served by 
one trap conforming to this section, subject to the 
approval of the Board of Health. 

Surface Drains, Cast Iron. 

Sec. 43. All surface drains shall be of cast iron, 
have a suitable strainer grating and be of such a 
make as will be satisfactory to the Board of Health, 
and it shall not be permissible to use a cement or 
similar absorbent well-pocket as a surface drain 
unless by special permission of the Board of Health. 

Surface Drain, Feed. 

Sec. 44. When a surface drain is situated at a 
distance greater than 20 feet, reckoning in a hori- 
zontal line from a suitable fixture, then the drain 
may be supplied by a suitable fixture, or an ap- 
proved automatic feed, or it may discharge into 
the trap of another drain coming under the require- 
ments of Section 42. 

Bell Traps. 

Sec. 45. Bell traps are strictly prohibited in every 
and all cases. 

Steam Exhaust. 

Sec. 46. No steam exhaust shall connect with 
any sewer, drain, soil, leader or waste pipe. A 
steam condenser, however, may be permitted to re- 
ceive the steam exhaust and the condensation pipe 
be connected to the sewer system, provided all are 
done to the approval of the Board of Health. 

Testing Water. 

Sec. 47. All sewers, drains, soil, waste, vent and 
leader pipes (excepting sheet metal leaders), and 
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pipe of any kiad shall be built in brick, stone or 
concrete walls. When necessary to conceal pipes of 
this class, then they must be run in suitable reveals 
or recesses, and excepting that in horizontal walls 
where sewer pipe passing behind elevator shafts re- 
quire that it be offset in, the Board of Health may, 
in its discretion, permit it to be built in wall to 
prevent weakening the same. 

Vermin, Preventive. 

Sec. 55. When and wherever any sewer, drain, 
soil, waste, leader, vent or supply pipe passes 
through any foundation, wall or partition, and there 
is a surrounding space, then this space shall be 
satisfactorily filled or guarded with the same ma- 
terial as that of which the foundation, wall or parti- 
tion is made, or it may be covered with suitable 
metal flashing or collars so as to effectually prevent 
leaving an avenue for the entrance of vermin into 
the premises. 

Bef rigerators, Filters. 

Sec." 56. Water filters, ice boxes or refrigerators 
shall in no case be directly connected to or with 
the sewerage or drainage system, but they may be 
indirectly connected, provided the manner of con- 
necting be approved by the Board of Health. 

Brick Flue Restrictions. 

Sec. 57. No brick nor sheet metal, nor earthen 
flue^ shall be used as a sewer or drain ventilator, nor 
shall any chininey flue be used for this purpose. 

Extra Heavy, 36 Feet. 

Sec. 58. In every building, reckoning from the 
top of the first floor to the top of the floor that 
the highest fixture is located on, where the drop 
exceeds 36 feet, then the entire soil and waste pipe 
shall be of extra heavy cast iron pipe, and the fit- 
tings to same shall be extra heavy, or standard 
galvanized wrought iron pipe and cast iron tar 
dipped threaded fittings may be used, all as laid 
down in this Ordinance. 
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Angle of Fittings. 

Sec. 65. Excepting as provided for in these rulesj 
all changes in the direction of sewer, drain, soil, 
waste and leader pipes shall be made with Y 
branches, 1/16, 1/6 or % bends. 

Offsets. 

Sec. 66. Offsets may be used, provided the angle 
they present is not more acute than that presented 
Dy a 1/6 bend. 

Crosses, Saddles, Etc. 

Sec. 67. Straight crosses, bands and saddles are 
prohibited. 

Heel Outlets. 

Sec. 68. Four by two, or any other heel outlet 
fitting, will not be allowed to act as a waste pipe 
through the 2-inch opening, excepting on vertical 
lines. On horizontal lines 4x2 or any other heel out- 
let fitting will not be allowed to act as a waste 
pipe through a 2-inch opening, unless the bottom of 
the 2-inch opening is higher than the top level of 
the 4-inch receiving part of fitting. 

Architectural T Y*8. 

Sec. 69. Excepting where under architectural 
conditions the space is limited, double T Y's will 
not be allowed to serve closets, and then only on 
vertical lines or stacks. 

PART II. 

Leaders, 10-Foot Limit. 

Sec. 70. When the opening of an external or 
internal rain water leader is at a point within 10 
feet of any opening of a building, or of an adjoin- 
ing building, then the said leader must be satis- 
factorily trapped and vented and supplied with 
water, or it may discharge into an open hopper 
having an outlet which shall not be less than the 
diameter of the leader it serves, and the hopper shall 
be suitably and satisfactorily supplied ^wvtYiL ^^\.«t. 
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Leader, Connection. 

Sec. 76. The connection between the cast iron 
and the sheet iron leader pipe must be made with 
a brass ferrule soldered to the sheet metal and 
caulked with oakum and molten lead into the easifc 
iron. Brass sleeves are prohibited; if the lea48r 
connects to galvanized wrought iron, then a satis: 
factory soldered connection must be made. 

Deck Drains. 

Sec. 77. Excepting as is provided for in the 
Double Sewerage and Drainage Districts, all decks 
and light wells must be properly drained, trapped 
and vented and be supplied with, water from the 
nearest suitable fixture, and must be connected into 
sewer, drain, soil, waste or cast iron or galvanized 
wrought iron leader, and conform with the require-, 
ments of these rules and regulations. 

Decks, 12 Feet. 

Sec. 78. Decks located on the outside boundariea 
of a building, and not exceeding twelve (12) square 
feet of superficial area, need not be drained and 
connected as defined in the last preceding section. 

Deck Traps. 

Sec. 79. A trap must be placed as close to the 
deck served as practicable. Several decks may be 
drained into the inlet side of a deck (1) trap fed 
and vented as required by Section 77. 

Deck Clean-Outs. 

Sec. 80. Clean-outs must be provided on the 
sewer side of the trap serving a deck, and be made 
accessible. The size of the deck^s drain shall be ot, 
a diameter satisfactory to the Board of Health. 

Safe Wastes. 

Sec. 81. Every safe waste under a bath, basin, 
tank or other fixture must be drained by special pipe 
of lead or galvanized wrought iron pipe of a diassss^ 
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Closet Lead Bend. 

Sec. 89. When a water closet is connected to the 
soil pipe by and through a lead bend, then the outlet 
side of the bend must be properly wiped to a brass 
ferrule and the ferrule be properly caulked into 
receiving hub. 

Closet Lead Connection. 

Sec. 90. When a water closet is not connected to 
the soil pipe by a lead bend, then it may be con- 
nected by and through a lead pipe lengthening 
piece, which shall be properly wiped to a heavy 
brass ferrule, and the ferrule be properly caulked 
into receiving hub. 

Closet Flanges, Etc. 

Sec. 91. When, under the two preceding section's, 
closets are connected by and through lead pipe, then 
suitable brass floor flanges shall be used, or when 
the closet is connected to either cast iron or gal- 
vanized wrought iron, and regular brass ferrules, 
lead pipe and wiped joints are not used, then the 
connection between the closets and the soil pipe 
must be made with an approved adjustable and 
threaded, or threaded and caulked, floor flange con- 
nection. 

Sleeves Prohibited. 

Sec. 92. In no case shall either brass or iron 
sleeves be allowed. 

Closets, Materials of. 

Sec. 93. When water closets are so constructed 
that the trap is a part of the closet, then they must 
be of all earthenware, or enameled iron, or of a 
combination of these materials. 

Closet, Porous, Prohibited. 

Sec. 94. All water closet receivers must be of 
either earthenware or of enameled iron; no stone, 
cement, brick, wooden or other porous substance 
will be permitted. This shall apply to both single 
water closets and closets built in series or ranges. 
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brackets and similar, for the {Purpose of receiving 
the discharge from leaders or any fixtures. 

Hopper, Etc., Trap. 

See. 102. All slop hopper? and slop sinks shall 
be provided with suitable traps of not less than 
two inches internal diameter. 

Hoppers, Limitations. 

. Sec. 103. When located upon a porch, four 
enameled slop hoppers or slop sinks may be wasted 
into a three-inch pipe and five or over may be 
wasted into a four-inch pipe, and provided the 
crown of the trap is within two feet of the stack 
waste pipe, it shall not be necessary to back vent 
these fixtures, but the waste stack shall be carried 
full bore to above the roof line. 

Hoppers, Intercepting Limit. 

Sec. 104. Not more than one sink and one wash 
tray shall discharge into any intercepting hopper or 
slop sink, nor shall they receive the discharge of 
any tray or sink, unless it or they are' located in 
the same premises as that in which the intercepting 
fixture is located. No fixture excepting a tray and 
sink shall discharge into either a slop hopper or 
slop sink. 

Slop Sink, Interior. 

Sec. 105. No scullery or slop sink located within 
the premises proper shall 'receive the discharge of 
any fixture, nor shall one hopper receive the dis- 
charge of another hopper. 

Hopper Stack, Undiminished. 

Sec. 106. When and where, under these rules 
and regulations, it is required that the size of the 
waste be increased, as for instance, in the maximum 
number of hoppers and of slop sinks, then the in- 
creased size shall be run up to above the roof line of 
undiminished bore. 
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Hopper, Insertion of T's. 

Sec. 107. When an enameled or earthenware hop- 
per, slop or scullery sink is located upon a porch, 
and when the main waste serving same is not less 
than three-inch pipe, provided all other require- 
ments are complied with^ and that the seal of the 
trap serving the said hopper, slop or scullery sink 
is within eighteen inches from the bottom of said 
hopper, slop or scullery sink, then suitable single or 
double Y's may be inserted between the trap's 
iseal and the bottom of said hopper or slop or 
scullery sink, all for the purpose of receiving the 
discharge of either a sink or wash tray, or both. 

Hoppers, Lead T's. 

Sec. 108. Where and when connections are made 
under the provisions of the preceding section, it 
is provided that lead waste pipe and properly made 
wiped joints may be used in lieu of Y's or half Y's. 

Hoppers, Intercepting Traps, Vents. 

. Sec. 109. It is further provided, that where fix- 
tures are connected as under the two preceding 
sections, that if either the sink or wash tray is or 
are situated within the premises, and not upon the 
porch, it or they shall be separately trapped, and 
if more than five feet horizontally from the outlet 
of the discharging fixture to the center of the re- 
ceiving hopper, slop or scullery sink, then the dis- 
charging fixture or fixtures which is or are beyond 
the five-foot limit, shall be vented. 

Hopper, Tenement Bestrictions. 

Sec. 110. All fixtures coming under the last 
three preceding sections shall be in the same tene- 
ment or premises. 

Single Basin Waste. 

Sec. 111. One basin may be wasted by a 1^- 
inch galvanized wrought iron pipe. 
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Dentists' Cuspidors. 

Sec. 112. Dentists' cuspidors shall waste through 
a 1%-inch trap, and the trap shall have a 1^-inch 
vent pipe; the trap shall be within 2 feet of the 
waste pipe. 

On the inlet side of the trap an extension of 1- 
inch waste pipe may be run to a length not ex- 
ceeding 6 feet, reckoning from the trap's seal to 
the end of the 1-inch extension. 

A single cuspidor may be wasted by a 1%-inch 
pipe. Two or more must be wasted and vented by 
not less than a 2-inch main waste pipe and vent. 

Beer Pumps. 

Sec. 113. Wastage discharging from beer pumps, 
and which connect with the plumbing system, must 
be connected to and with said plumbing system 
through either a regular and properly connected 
branch fitting or through a properly drilled and 
tapped orifice cut into the wastage pipe to which 
the connection is made by and through a heavy 
brass male and female threaded nosing spud,, the 
male thread of which is made sufficiently tapering 
to insure a tight and perfect joint. 

Wooden Fixtures, Bestrictions. 

Sec. 114. Excepting upon •application to, and 
upon the written permit from the Board of Health, 
no wooden sink nor wash tray shall be allowed on 
premises. 

Baths, Wood Prohibited. 

Sec. 115. Bath tubs, the frame of which is 
wooden, and which said frame is lined with sheet 
metal, are not allowed; and all fixtures must be 
open to the free circulation of air, and not en- 
closed so as to harbor vermin. 

PAET ni. 

Traps, General Provisions. 

Sec. 116. As provided for in these rules, all 
fixtures must be effectively trapped and vented, 
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and the traps and vents must be placed as near 
to the outlet of the fixtures served as practicable, 
all in conformity with this Ordinance. 

TraiM; Separate. 

Sec. 117. Excepting as provided for ranges of 
elosets and urinals, and for wash trays discharging 
into hoppers or slop sinks, and for sectional basins, 
every fixture must be separately trapped. 

Trap Restrictions. 

Sec. 118. Excepting as specified in these rules, 
in no case shall the trap of one fixture connect with 
the trap of another fixture. 

Traps Belative to Vent. 

Sec. 119. Excepting as provided for in these 
rules, in no case shall the trap serving a fixture be 
placed at a distance greater than one foot from 
the outlet of the fixture it serves, nor shall the 
vent pipe serving a trap be placed at a distance 
greater than two feet from the trap it serves. 

Abutting Sink and Tray. 

See. 120. When a sink and a wash tray abut 
one another, and they are practically one fixture, 
and they are in the same room, then they or it may 
be served by one trap. 

Trays on Porch. 

Sec. 121. A. wash tray located on a porch and 
discharging into an intercepting fixture, if within 
the 5-foot limit, need not be separately trapped 
nor vented. But if the outlet of the tray exceeds 
the 5-foot limit, then they shall be separately wasted 
and vented and trapped. 

Hopper Intercepting Bestrictions. 

Sec. 122. Excepting as otherwise provided for 
a sink and a wash tray, in no other case shall any 
fixture discharge into a hopper, slop sink or any 
other fixture, and a sink or tray may so discharge 
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only when the intercepting fixture is located upon 
a porch, and in the same tenement as is the re- 
ceiving fixture. 

Traps, Foot Stacks. 

Sec. 123. Excepting as is provided for in these 
rules for leaders, no traps shall be placed at the foot 
of any vertical soil or waste pipe. 

Traps, Intercepting. 

Section 124. Excepting as provided for in these 
rules, intercepting traps are prohibited. No fix- 
tures shall have a, trap of less than I14 inches in- 
ternal diameter. 

Range Trap and Bell Trap. 

Sec. 125. Bell traps are prohibited. A range 
of closets, or a range of urinals, may be served by 
one trap, provided the arrangement thereof receives 
the approval of the Board of Health. Otherwise, 
eonforming with these rules, one trap may serve two 
sectional basins. 

PART IV. 

Ventage, General. 

Sec. 126. To provide adequate circulation of air^ 
prevent back pressure and to prevent syphonage^ 
special air pipes of galvanized wrought or cast iron 
shall be provided, and excepting as provided for in 
these rules, they shall be of a bore not less tha^ 
that of the trap served, and if to serve a water 
closet or slop sink, not less than 2-inch bore. 

Vents to Boof. 

Sec. 127. All vent or air pipes shall be run sep- 
arately or combined through the roof, and for one 
foot above, and to be left open. 

Vent, Fitting Coating. 

Sec. 128. Excepting as is provided for in these 
rules, all vent pipes shall be galvanized wrought 
iron pipe, and all fitting to same shall be galvanized^ 
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Vents Direct as Practicable. 

Sec. 129. Ventilating pipes must be run with as 
few bends as possible, and, excepting as provided 
for, must connect to and with the main vertical 
vent at an angle of 45 degrees. 

Vents, Regulating Size. 

Sec. 130. When combined, the vent pipe must be 
increased in size according to the following table. 
Branch vents serving water closets shall not be 
of a size less than as defined in the following table: 

Table of Size of Vents— Branch Vents, Size of 
Vents and Fixtures Allowed. 

1 to 3 water closets or 7 small fixtures into a 2- 
inch vent. 

1 to 5 water closets or 10 small fixtures into a 
2% -inch galvanized vent. 

6 to 8 water closets or 16 small fixtures into a 3- 
inch vent. 

9 or more water closets or 16 or more fixtures into 
a 4-inch vent. 

1^-inch vent pipes shall only be allowed as pro- 
vided for in these rules. 

Branch Vent, Definition. 

. Sec. 131. The term ** branch vent" as here ap- 
plied, shall be construed to mean all that vent pipe 
located between the fixture served and the point 
where the vent joins and intersects with the main 
vertical vent. 

Closet Double Y Vent. 

Sec. 132. Vents serving two water closets dis- 
charging into a double branch Y, or its substitute, 
shall be not less than a 3-inch vent pipe. 

Vent, IVsz-Inch Single. 

Sec. 133. Single l^-inch traps may be vented 
with 1^-inch vent pipes. 
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Sediment Proyisions. 

Sec. 134. All vent pipes and the fittings to same 
must be so arranged that no sediment shall collect 
therein, but the sediment shall discharge into the 
wastage pipes so as to be carried off by the wast- 
age discharge, and where architectural conditions 
require, then the bottom of the vent shall be carried 
to and connect below the lowest fixture on the 
line. 

3 Feet 6-Inch Intersection. 

Sec. 135. In no case shall a vent pipe serving 
any fixture intersect with a main or branch vent 
at a point or intersection less than three feet six 
inches above the floor level of the fixture or fix- 
tures served. 

Soil Drop, 10 Feet. 

Sec. 136. Excepting water closets coming under 
Section 132, water closets, basins, baths or any 
other fixtures located either within the building 
or upon any portion of the premises (excepting as 
provided for yard fixtures), if the soil pipe drop 
does not extend ten feet may be vented by a 2- 
inch vent pipe for a distance of 35 feet; if exceed- 
ing 35 feet, then the entire vent shall be 2% inches. 
Single water closets may be vented by a 2-inch 
vent pipe. 

Soil Stack, at Least One. 

Sec. 137. In each and every building to be used 
as a residence or otherwise, and where a water 
closet or closets is or are situated, either within the 
building or upon any portion of the lot outside of 
said building, it shall be required, in any and all 
cases, that at least one 4-inch vent pipe shall be 
continued to a point one foot above the roof line, 
and this irrespective of the location of the closet 
or closets or drop. 

Branch Vent, 3 Feet 6 Xnches. 

Sec. 138. In all cases where vents branch into 
one another, the branch fittings must not be less 
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than 3 feet 6 inches above the floor level of the 
fixture or fixtures served. 

iy2-Vent 10 Feet Limit. 

Sec. 139. When 1^-inch branch vents are used 
on fixtures^ then the branch vent shall not exceed 
lb feet horizontally. 

Architectural Venting, Under Floor. 

Sec. 140. Where by architectural conditions it is 
not practicable to comply strictly with these rules, 
and venting has to be done under the floor, and 
the available space is limited, then all rules shall 
be complied with as nearly as practicable. 

Yard Fixtures, 10-Foot Limit. 

Sec. 141. When a fixture is located in a yard, 
and it is ten or more feet from the main building, 
and the room in which the fixture is located is not 
connected with the main building, then the fixture 
or fixtures, trap or traps, need not be vented. 

Deck Feed Vent. 

Sec. 142. When a' deck trap is supplied froin a 
fixture, then the waste of the fixture must connect 
with the inlet side of the deck 's trap, and provided 
the entire wastage or outlet leg of the trap to the 
fixture serving the deck's trap, does not exceed 
five feet in length, then the fixture supplying the 
deck's trap need not be vented, but if in e^ess 
of five feet, then the supplying fixture must be 
vented. 

Sidewalk Fixtures. 

Sec. 143. When fixtures are located under side- 
walks they may be vented into either the fresh air 
inlet of the main trap or they may be vented to 
an independent vent running to sidewalks, as does 
the fresh air inlet. It is provided, however, that 
in all respects fixtures thus vented must comply 
to these rules and regulations as nearly as prac- 
ticable. 
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sidewalk Sediment. 

Sec. 144. When fixtures are vented as provided 
for in the last preceding section, then the avoidance 
of the collection of and provision for the carrying 
off of sediment must be strictly complied with. 

Deck Trap Vent. 

Sec. 145. In aU cases where a deck is drained 
through a trap as required by these rules, and the 
trap is supplied from a fixture, then the trap serv- 
ing the deck shall be vented with a vent pipe not 
less than two inches inside diameter. 

Hopper FalL 

Sec. 146. Any hopper or slop sink not located 
on a porch and having a wastage drop exceeding one 
foot in length shall be vented just as is required for 
other similar fixtures. 

Five-Foot liimit Into Hopper. 

Sec. 147. When the entire waste of any fixture 
discharging into an open hopper or slop sink ex- 
ceeds five feet in length, then the said fixture must 
be properly vented. 

Architectural Y's, Etc., on Vents. 

Sec. 148. Where by architectural conditions it is 
not practicable to use Y 's or to comply strictly with 
the rules as to the manner of venting, then these 
rules must be complied with as nearly as practicable^ 
and the exceptions meet the approval of the Board 
of Health. 

Double Hubs, Vents Only. 

Sec. 149. Where under these rules cast iron vent 
pipe is allowed, then double hubs are allowed, but 
on the vent pipe only. 

Fittings, Galvanized S-Inch, Etc. 

Sec. 150. All vent pipes and fittings of an in- 
side diameter less than 3 inches shall be galvanized; 
3-ineh and larger may be of cast iron or of galvan- 
ized wrought iron pipe, and the fittings and pipe 
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shall be either tar dipped or galvanized, but in all 
Cjases all malleable iron fittings shall be galvanized 
and all fittings shall comply with these rules as to 
angles, and the precipitation of sediment. Combi- 
nation waste and vent fittings which are tapped 
at all openings, or tapped and belled for caulking, 
are allowable. 

3-Iucli Cast Iron Vent. 

Sec. 151. It is allowable to use 3-inch cast iron 
for vent as an extension of cast iron waste in lieu 
of galvanized wrought iron. 

Kitchen Extension and Boofs. 

Sec. 152. When fixtures are located within kitch- 
en extensions and similar, or when a roof is used for 
yard purposes, or when an opening in the main build- 
ing is to be guarded, then the 10-feet limit as per- 
tains to the discharge of vent gases shall be en- 
forced, and the vents must be either extended be- 
yond the 10-feet limit or carried higher, as the 
case may demand; but when it is not practicable to 
otherwise prevent gases entering the premises, then 
the vent's end shall be carried to a point not less 
than one foot above the line of the main roof. 

Tanks, 10-Foot Limit. 

Sec. 153. No soil or vent pipe shall terminate 
at a point within ten feet of the bottom of any 
door or window or house tank of main structure. 

Vent Above Boof or Coping. 

Sec. 154. Every vertical soil, waste and vent 
pipe (unless otherwise provided for) must extend 
full bore to a point not less than one foot above 
the highest line of roof or coping, and be continued 
to a point at least 10 feet from any opening of the 
house or of an adjoining building. 

Cap or Cowls. 

Sec. 155. No cap or cowls shall be affixed to the 
top of any ventilating pipe, though a strong wire 
basket may be affixed. 
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PABT V. 

Old or New Buildings, Installation, Alteration. 

Sec. 156. The installation and alteration of, or 
change in, the plumbing work or fixtures in any old 
or new building or buildings, shall not be done until 
application shall have been made to the Board of 
Health and in accordance with this Ordinance of the 
Board of Supervisors of the City and County of San 
Francisco. 

Plans, Submit. 

' Sec. 157. In compliance with the preceding seic- 
tion the applicant must furnish plans and specifica- 
tions of the work about to be installed, altered or 
changed, and if they are found to be in accordance 
with the Ordinance of the Board of Supervisors, 
then a permit to do the work shall be granted, all 
to be subject to the approval of the Board of Health. 
Before any person, or persons, shall install, alter 
or change any plumbing in any premises, he, or they, 
iahall first obtain an official permit from the Board 
of Health of this city, and this official permit shall 
be held in the possession of such person or persons 
as shall be actually engaged in the execution of said 
installation, alteration or changing of said plumbing, 
all for the purpose of being submitted to the in- 
spection, and at any seasonable time, of the duly 
authorized officers of the City and County of San 
Francisco, and any person, or persons, executing 
plumbing in violation of these requirements shall, 
thereby, be liable to arrest, and upon conviction 
be punished as is provided for in Section 179. 

Leaks and Similar Exempt. 

. Sec. 158. The requirements of these rules and 
regulations shall not be construed to include leaks, 
repairing faucets, breaks in pipes or stoppages of 
pipes. 

Building Moved, Baised, Etc. 

. Sec, 159. When a building is moved, raised, or 
when- an addition or an alteration is made to and in 
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a satisfactory examination by the Board of Health 
lis to Ms qualifications to conduct the business of 
plumbing. 

Examinations, When Held. 

^c. 165. Examinations under this section shall 
be hlBld on the first and third Fridays of each month 
at 1:30 p. m., at the office of the Board of Health. 

Age Requirements. 

Sec. 166. No person shall receive a license as a 
master, plumber who has not attained the age of 
twenty-one years. 

Registration Requirements. 

Sec. 167. After the passage of this Ordinance 
every person, firm or corporation engaging in the 
plumbing business shall appear in person or by 
duly authorized representative at the office of the 
Plumbing Inspector of the Board of Health and 
register his name and place of business, age and 
nativity, and the same shall be subscribed and sworn 
to by* the party making application on blanks to 
be provided by the Secretary of the Board of Health. 
He shall then receive from the Secretary of the 
Board of Health a certificate of registration. 

License Duration. 

Sec. 168. No license shall be granted to a master 
plumber for more than one year or for the unexpired 
portion thereof. 

Licenses Expire July 1, Unless Revoked. 

Sec. 169. All licenses expire upon the first day 
of July of each year, unless sooner revoked. 

Licenses, Expiration. 

Sec. 170. Upon the expiration of the yearly li- 
cense, every master plumber carrying on the business 
of plumbing shall be required to be again registered 
and file a new bond, as provided for in Sections 173, 
174, 175, 176. 
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Cancellation of Begistration. 

Sec. 177. When any registered master plumber 
ceases to carry on the business of master plumber, 
then ipso facto he ceases to be deemed a registered 
master plumber and his registration, therefore, is 
cancelled; and, before he can resume business as a 
registered master plumber he must comply with all 
the requirements of this Ordinance, just as if he 
had never been registered. 

Registration, Violation and Penalty. 

Sec. 178. Any registered master plumber lending 
his registration to any person or persons, or taking 
out permits at the office of the Board of Health in 
his name, but for the use of any person or persons 
not regularly registered, shall have his license sus- 
pended at the will of the Board of Health, or the 
Board may cancel his license. 

Violation, Penalties. 

Sec. 179. Any person violating the provisions of 
this Ordinance shall be deemed guilty of a misde- 
meanor, and, upon conviction, shall be punished by 
a fine of not more than two hundred dollars or im- 
prisonment in the County Jail of the City and 
County of San Francisco for not more than three 
months, or by both such fine and imprisonment. 

PART VI. 

Bules and Regulations for the Drainage of Buildings 
Located in the Storm Water Drainage Districts^ 
and as Defined and Mapped by the Board of 
Public Works of the City and County of San 
Francisco. 

Storm Water Drainage Boundaries. 

(The boundary line for the storm water drainage 
district is designated as follows: Commencing at 
the Bay at the foot of Sansome Street, thence along 
Sansome Street to Market Street, thence along Mar- 
ket Street to Second Street, thence aloii.^ ^^^^xA. 
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Boof Connections. 

Sec. 184. Where under these rules inside leaders 
are required to be of cast or galvanized wrought 
iron pipe, then the connection between the roof and 
the leader must be made gas and water tight by 
means of heavy lead or copper tubing wiped or 
soldered to a brass ferrule or nipple caulked or 
screwed into the leader. 

Trap Restrictions. 

Sec. 185. Excepting as provided for in Sections 
196 and 197, there shall not be any trap placed upon 
any conduit belonging to the rain water drainage 
system; but in cases where there is liability to back 
pressure coming from the main street rain drain a 
suitable preventive device providing a safety over- 
flow to street curb and meeting the approval of the 
Board of Health may be used. 

Seepage Provisions, Etc. 

Sec. 186. When it is desired that seepage or rain 
water shall be drained from a cellar, or similar, 
which is below the grade of the rain water drainage 
system, provided that the drainage water be clean 
and inoffensive, then it may be drained into a suit- 
able sump, and from there lifted into the rain water 
drainage system, all to the approval of the Board 
of Health. 

Leader Openings. 

Sec. 187. There shall be no restrictions as to 
where the openings of any leader or conduit of a 
rain water drainage system is located relative to 
openings of building; but this shall not be con- 
strued to conflict with the regulations governing 
the plumbing system. 

Testing. 

Sec. 188. Excepting when and where the use of 
sheet metal is permissible under the plumbing rules 
and regulations, all drains, leaders and other con- 
duits serving to convey storm water drainage shall 
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street line of a premisefii; 5,000 square feet may 
drain into a 4-inch, and in excess of 7,500 square 
feet subject to the approval of the Board of Health, 
into a 6-inch conduit. 

Storm Water to Drain. 

Sec. 195. Excepting as provided for under these 
rules, in all storm water drainage districts where 
the system is installed, then all rain water falling 
upon a premises must be drained into the main 
street storm water drain. 

Temporary Frovisious. 

Sec. 196. But, when the main street rain water 
drain is not yet installed, then, provided the lines 
of the rain water drainage system are so graded 
that they may be eventually connected to the main 
street rain water drain and a proper fall be main- 
tained, then the rain water drain may be connected 
to and discharge into the main horizontal line of 
the plumbing system on the house side of the main 
trap and as near to the front street line of the 
premises served as practicable, all to the approval 
of the Board of Health. 

Drain Trap Provisions. 

Sec. 197. When, under the provisions of the last 
preceding paragraph, the rain water drain is con- 
nected to the plumbing system, then a trap shall be 
placed in the main rain water drain at a point near 
where it branches into the main sewer of the plumb- 
ing system, and this trap shall be fed by either a 
suitable fixture or other device, and all to the ap- 
proval of the Board of Health. In all eases where 
the rain water drain runs direct to, and connects 
with, the street drain sewer, then there shall be a 
water fed main trap and air inlet, provided, just 
as is required for the plumbing system. 
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Closets^ Family. 

Sec. 203. In all buildings used jointly for resi- 
dence and business purposes, separate and sufficient 
water closets shall be provided for the use of fami- 
lies, employes and patrons of the place. 

Air Shaft Bequirements. 

Sec. 204. Each and every compartment whereia 
a bath, water closet, urinal or slop or scullery sink 
is situated, shall be ventilated by means of a win- 
dow opening directly to the external atmosphere, 
or by means of an air shaft having an area of at 
least two square feet. This air shaft shall continue 
of undiminished size to the roof, and at this point 
its opening shall equal in area not less than that of 
the shaft. 

Air Shaft Restrictions. 

Sec. 205. No air shaft or window ventilating 
either a bath, water closet, urinal, slop or scullery 
sink compartment shall discharge into, nor ventilate 
any other compartment whatsoever. 

Air Shaft Enlargement. 

Sec. 206. The provisions of the last preceding 
paragraph shall not prevent the enlargement of air 
shafts to a size suitable and adequate to ventilate 
a series of closets, urinal, slop or scullery sink com- 
partment. 

Air Exhaust, Provision. 

Sec. 207. The requirements of these rules shall 
not apply to a ventilating system of sufficient 
capacity to exhaust to above the roof of all the air 
in the compartment or compartments covered by 
Section 208 every ten minutes. 

Ventilation, Requirements. 

Sec. 208. In all cases covered by this Part VU 
the manner and system of ventilating must meet 
with the approval of and be installed to the satis- 
faction of the Board of Health, and when an exhaust 
ventilating system is used under provisions of the 
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preceding section, the plan of system shall be such 
as will meet with the approval of the Board of 
Health and of the Board of Public Works, and the 
system must be installed to the satisfaction of said 
Boards. 

Scale Flans. 

Sec. 209. The building plans, in duplicate, shall 
be filed with the Board of Health before the original 
plans are approved; such duplications shall be either 
on paper or on cloth and be drawn to a standard 
scale showing how all rooms and compartments of 
the building are to be lighted and ventilated; they 
shall also show in plan and in at least one elevation 
all sewers, drain, soil, waste, vent, revent and rain 
Conductors, or leader pipes within the building, and 
the location of all the plumbing fixtures within th'e 
building, and also the location of hoppers, leaders 
and other fixtures outside of the building, and their 
connections, to the drainage and sewerage system, 
and all these said duplicate plans shall be kept on 
file in the Health Office for a period of three years. 

PART VIII. 

Duties of Plumbing Inspector. 

Sec. 210. The Plumbing Inspector shall be in at- 
tendance at the Health Office between the hours of 
8:30 to 9:30 a. m. and 4 to 5 p. m., to receive the 
plans of proposed plumbing and drainage, and to 
make appointments for the inspection of the work 
in course of construction. 

He shall number and file all plans and specifica- 
tions accepted, and record in the Board of Health 
the names of the owner and architect and plumber 
and location of work. 

If the plans and specifications submitted meet 
with the requirements of this Ordinance, then he 
shall issue a permit allowing the contemplated work 
to be done; and he shall be, and is, required to de- 
mand that all the requirements of this ordinance 
be complied with, and in the event of violation, to 
cause the arrest of the violator or violators. 
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For the purpose of determining whether they meet 
with all the requirements of this Ordinance, and 
more especially as regards the requirements laid 
down in Sections 200 to 210 of this Ordinance, the 
Plumbing Inspector, either personally or through a 
subordinate, shall examine or cause to be examined 
all plans and specifications of proposed contemplated 
buildingfi in which it is intended to install sewerage, 
drainage and plumbing, and which said plans and 
specifications shall have been filed with and sub- 
mitted to the Board of Public Works of the City 
and County of San Francisco. 

And the Plumbing Inspector shall not approve 
of any plan or specifications until it is in strict 
compliance with all the requirements laid down in 
this Ordinance. 

He shall, upon being notified, examine all plumb- 
ing work before the same is covered up and con- 
cealed, and, if found to be in accordance with the 
rules of the Board of Health, upon presentation of 
an accurate plan and specifications of same by the 
plumber, shall issue a certificate to that effect. If, 
on examination of said work, he finds any violation 
of the rules of the Board of Health, he shall report 
the same to the Health Officer, with a note explain- 
ing the necessary corrections, and have it altered ac- 
cordingly. Upon completion of any plumbing work, 
he shall examine the same, and if found to be in 
accordance with the rules of the Board of Health 
and the plans and specifications filed, he shall issue 
a final certificate. 

He must make a monthly report to the Board of 
Health of the number of plans and specifications 
received; the number approved and rejected; also 
stating the number of first and final examinations 
made, and where and by whom the rules have been 
violated, and such other matters as may be required 
by the Board of Health. 

The Assistant Inspectors of Plumbing and Drain- 
age will act under the orders of the Inspector of 
Plumbing and Drainage, and assist him in the dis- 
charge of his duties. 
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Sec. 211. Ordinance No. 1504, entitled, **Estab- 
Hl^in^ Billed and Regulations for the Plumbing and 
Dtftinage of Buildings in the City and County of 
Sail Francisco/' adopted May 29, 1905, and all 
<ii*dtiiance8 amendatory thereof, are hereby repealed. 

Sec. 212. This Ordinance shall take effect Decem- 
ber Ij 1908. 

Section 4 of Ordinance No. 5398 (New Series) pro- 
vides that for conducting the examination and issuing 
Si certificate as Master Plumber as required by the 
^'Plunibing Law*' the Board of Health shall collect 
a fee of $50 and may require a deposit of that sum 
ptior to conducting the examination. A fee of $50 
shall be paid annually by the holder of such certificate. 
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— 46 — 



Sec. Paee 

Repair work — ^prpyisioos tov 158 11$ 

^'— reveaU and receasea-r-provis. lor 54 10 

S 

Safe wastes — ^provis. for 81 15 

9|i4dle8, Vfti^ds, crosses — ^us^ of prQhil;» 67 18 

S«aimeiit — proyia. oonceraing 184 ^9 

S(eale pla^s — ^provisiona for 909 40 

S(fBwer and dr^kiii tioundctries 14 4 ' 

aifwer pij^e — types i^low^d - 14 4 ' 

T— outside l)aildiiig — ^type «^lQw«d- 16 4 

Sowers — a9parf^t« for ^ftpti l)uu4im 8 

— ^front and r^ar l)nilding« 8 . 8 

— old, on lot — must b«» removed 40 ^ 

— exceptionjil 8 8 

— old — wlpien m§y be ua^d IQ • 

— trenching — provisiona for 85 6 

— ^trap — ^proyisiQn for 8§ 6 

— chemical — must b© aepftrate 18 5 

Sinks — slop, scullery — ^Ixow connected 88 18 

— slop, interior — proyia. r^g—. 106 18 

' — woodep — prbhib , 114 81 

— abutting — ^provis. concerning 18Q 8S' 

Sidewalk fixtures — venting pf 143 86 

— sediinent prohib 144 86 

Sleeves — brass or iron prohib 82 17 

Smoke test — provision for 49 10 

Soil pipe — defined — 60 12 

Soil pipe — ^size pillowed 39 8 

Stftcks, standard — ^provis. for 61 J8 

Steam exhaust — ^previa, for 46 9 

Stprm water drain — previa, for 27 6 

Sumps and surface drains — pro via. for 19 5-' 

Surface drain — trap — ^previa, for 42 9 

— must be cast iron 43 9 

— feed for : 44 91 

Storm water drainage boundaries — 83' 

Storm — waters — disposal of — 

— boundariea — 33 

— general provisions 180 84 

— anti-back flow valves 181 34 

— inoffensive drainage only 182 34 

— all rain water separate 183 34' 

roof connections 184 86 

— trap restrictions 185 86,' 

— seepage provisions — 186 35 

— leader openings 187 35 

— testing 188 35 

' — clean out and fittings 189 36 

— deck area — window leader 190 36 

— increase to main Y 191 36 

"—main drain smallest 192 . ^^ 

—main drain exceeding 2000 ft Va>'^ "^'^ 
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Sec. Page 

Storm — size of drain relation area 194 36 

— storm water to drain 195 37 

— temporary provisions 196 37 

— drain trap provisions 197 87 

T 

Table of Vent Pipe 130 24 

Table of weights — extra heavy cast iron pipe.. 4 2 

— galvanized wrought iron 6 2 

Test, water — ^provisions for ,.. 47 9 

Test, water — ^final 48 10 

Test, smoke or peppermint, when 49 10 

Test — wooden plugs prohib 50 10 

Test — inspector must supervise 61 10 

Toilets — see under * 'water closets". 

T-Ys — double — reg. use of 69 13 

Traps — gen'l provis. concerning 116 21 

— bell — ^use of prohib 45 9 

— see also 125 23 

— separate — ^provis. for 117 22 

— restrictions upon 118 22 

— surface drain — ^provis. for 42 9 

— venting of — ^provis. for 119 22 

Traps — foot stacks 123 23 

— intercepting-^prohib 124 23 

— range — ^provis. regulating , 125 23 

—deck — ^to be used 79 15 

— deck feed vent , 142 26 

— deck trap vent 145 26 

— sewer, provis. for 26 6 

Trays, wash — wooden prohib 114 21 

— abutting sink — ^reg. covering 120 22 

— on porch — ^provis. concerning 121 22 

Trenching — provis. for 25 6 

U 

Urinal floor drains — ^provis. for 82 16 

Urinals — reg. material in 95 18 

— ^provis. for flushing 96 18 

— group — term defined 97 18 

— flush supply — by floors 98 18 

V 

Ventage — gen. provis. for 126 23 

Ventilation requirements — ^provis. for 208 39 

Vents — must run through roof 127 23 

— galv. wrought iron 128 23 

— must be direct 129 24 

— table of sizes 130 24 

— branch — term defined 131 24 

— serving water closets 132 24 

— single — provis. for 138 24 

— sediment in prohib 134 25 

— intersection of — ^provis. for 135 25 
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Vents — soil drop — 10 ft 136 25 

— soil stack — at least one 137 25 

— ^branch — 3 ft. 6 in 138 25 

— 1% vent — 10 ft. limit 139 26 

— under floor — when allowed 140 26 

— yard fixtures — 10 ft. limit 141 26 

— deck feed — provis. for 142 26 

— sidewalk fixtures 143 26 

— hopper fall 146 27 

— architectural Ys on 148 27 

— double hubs on — when allowed 149 27 

— pipes — galvanized and other 150 27 

— cast iron for — 3 in. allowed 151 28 

— kitchen extension and roofs 152 28 

— termination of fixed 153 28 

— extension above roof fixed 154 28 

— caps and cowls on prohib 155 28 

Vermin — provisions against 55 11 

W 

Wash-trays — wooden prohib 114 21 

— abutting sink — provis. for 120 22 

— on porch — provis. concerning 121 22 

Waste pipe — definition term 62 12 

— regulating use of 63 12 

— single basin — provis. for Ill 20 

Wastes, safe — ^provis. for 81 15 

Water-closets — floor drains — ^provis. for 82 16 

— flush supply for 83 16 

— see also 84 16 

— ^plug, pan valve, hopper — prohib 85 16 

— restrictions on 86 16 

— ^provis. for down flush 87 16 

— rubber connections prohib 88 16 

— lead bend connection 89 17 

— lead connection 90 17 

— floor flanges — ^provis. for 91 17 

— reg. material in 91 17 

— porous — use of prohib 91 17 

— vents serving 132 24 

Water-closets — ratio of — provis. for 198 38 

— separate for males and females 199 38 

— to be marked "men" and "women" 200 38 

— ratio to employees — provis. for 201 38 

— hotels and lodging houses — provis. for.... 202 38 

— family — provis. for 203 39 

Water filters — connection for 56 11 

Water test — provisions for 47 9 

— final 48 10 

Waters, storm — drainage boundaries — 33 

Weights, table of — extra heavy cast iron pii:e 4 2 

— galvanized wrought iron 6 2 

Wood frames, bath tubs — ^prohib 115 21 

Wooden plugs — in test prohib 50 10 
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Wooden sinks — use of prohib 114 21 

Workmanship — term defined 2 1 

Y 

Yard fixtures — 10 ft. limit 141 26 
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